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Welcome to Thurston Manufacturing Company. Our goal is to provide 
quality products and services to our customers. The company’s  BLU-JET 
products have a reputation for quality, excellence in design and proven 
durability. Energetic, resourceful and continuous improvement goals in 
Environmental, Safety, Quality, Production and Engineering keep our 
firm at the cutting edge of technology. 
We hope your BLU-JET equipment will give you years of service.

Introduction

Read this manual carefully. It will instruct you on how to operate and 
service your machine safely and correctly. Failure to do so could result 
in personal injury and/or equipment damage.

SAFETY INFORMATION

        		 Indicates an imminently hazardous situation that, if 		
	                  	 not avoided, will result in death or serious injury. 
		  The sign will have the color combination of red and 	
		  white.
		  Indicates a potentially hazardous situation that, if 		
		  not avoided, could result in death or serious injury. 		
		  The sign will have the color combination of orange 	
		  and black.
	 	 Indicates a potentially hazardous situation that, if 		
		  not avoided, may result in minor or moderate injury. 	
		  The sign will have the color combination of yellow 		
		  and black.

 NOTE: Indicates a special point of information.

Carefully read and follow all safety signs. Reinstall safety signs that 
are damaged or missing.

Right-hand and left-hand sides of the implement are determined by 
facing in the direction the implement will travel when going forward.

DANGER

WARNING

CAUTION
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Introduction

For your convenience we have four easy ways to register your warranty.
• Call our toll free number and ask for warranty registration. 1-800-658-3127
• Fax completed warranty registration form. Fax: 402-385-3043
• Register on-line in warranty page at www.blu-jet.com
• Complete and return registration form.
Thurston Manufacturing Company  Warranty does not cover the following:
1)	 Cleaning, transporting, mailing and service call charges.
2)	 Depreciation or damage caused by normal wear, accidents, 
	 improper protection or improper use.

See complete Warranty for details.

MODEL NO.__________________________

SERIAL NO.__________________________

DATE PURCHASED___________________

Record your implement model and  serial number in the space provided below. 
Your dealer needs this information to give you prompt, efficient service when 
you order parts.

(From the rear of 
the mainframe.)
Serial Number 
located on the  
left-hand front of 
the mainframe. 

General Information: 	
	 The BLU-JET CoulterPro unit is one of the most versatile machines 
you can own.  Using the Super 1200 Coulter, the CoulterPro is designed 
to chop and size residue and lightly till the soil.  Available in four working 
widths from 15’ to 30’ and various spacing options, there is a combination 
sure to suit your soil and residue conditons.  The CoulterPro can also be 
paired with the LandTracker 9400 and your planter or drill for one-pass 
tillage and planting operations.  							     
	 The CoulterPro is also availiable with an optional rolling harrow for        
additional seed bed finishing.  

Warranty is provided for customers who operate and maintain their equipment 
as described in this manual. Warranty registration is accomplished by the 
dealer completing and forwarding the WARRANTY REGISTRATION FORM to 
Thurston Manufacturing Company. It is in your best interest to ensure that 
this has been done.
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	 1.	 All hardware properly tightened

	 2.	 Lubrication of grease fittings

	 3.	 All decals properly located and readable

	 4.	 Other adjustments for machine level height, etc.

	 5.	 Overall condition (touch up any scratches, clean and 
		  polish)

	 6.	 Operator’s manual

 DATE SET UP_______________________________
 SIGNATURE________________________________	

   PRE-DELIVERY CHECKLIST

Dealer Checklist

To The Dealer:
Inspect the implement thoroughly after assembly to be certain it is 
functioning properly before delivering it to the customer. The following 
checklist is a reminder of points to cover. Check off each item as it is 
found satisfactory or after proper adjustment is made.

DELIVERY
Review the operator’s manual with the customer. Explain 			 
the following:
	 1.	 Safe operation and service
	 2.	 Correct machine installation and operation
	 3.	 Daily and periodic lubrication and maintenance
	 4	 Daily and periodic inspections
	 5.	 Troubleshooting
	 6.	 Storing machine
	 7.	 Thurston Manufacturing Company parts and service
	 8.	 Have the customer write the machine model and serial
		  number in space provided in manual introduction
	 9.	 Give customer the operator’s manual and encourage 			
		  the customer to read the manual carefully
	 10.	Completion and mailing of warranty registration 			 
		  form

DATE DELIVERED__________________________
SIGNATURE_______________________________
MODEL NO.________________________________
SERIAL NO.________________________________
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To The Owner

Thank you for your recent purchase of a new BLU-JET 
implement. The primary objective of Thurston Manufacturing 
Company is to build and provide you with a quality product. 
However, in the event that a problem does occur, it is imperative 
that your warranty registration is on file in order to accurately 
respond to your specific service circumstances. 
For your convenience we have four easy ways to register 
your warranty:

				    • Call our toll free number and ask for 	
				      warranty registration.
	 			     	 1-800-658-3127
				    • Fax your completed warranty 
				      registration form.
	 				    1-402-385-3043
				    • Register on-line at:
	 				    www.blu-jet.com
				    • Complete and mail the warranty 
				      registration form.

This manual has been prepared to assist you in the assembly 
of your new machine and contains information pertaining to 
safety, operations and all of its parts. Our personnel in sales 
and service are always available to assist you when questions 
arise concerning the assembly or operations of your tool bar.

When ordering parts, please refer to part numbers and 
descriptions as listed throughout this book. All parts and 
whole goods will be shipped FOB Thurston, Nebraska. Or 
FOB your regional distributor. Always check merchandise 
immediately upon receipt for damage or shortage. Note any 
discrepancy on carrier’s bill of lading and notify Sender within 
10 days. Returned goods will be subject to a 15% restocking 
charge. Thurston Manufacturing Company reserves the right 
to make improvements and modifications on equipment 
without obligation to change previously built equipment. All 
prices are subject to change without notice.

Register 
Warranty 

One of 
Four Ways
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	 Thurston Manufacturing Company warrants each new BLU-JET machine 
primary framework to be free from defects in material and workmanship for a period 
of five (5) years, normal wear of wearing parts excepted. Thurston Manufacturing 
Company further warrants each new BLU-JET product to be free from defects in 
material and workmanship, normal wear of wearing parts excepted, for a period 
of one (1) year. All accessories purchased and resold by Thurston Manufacturing 
Company will be warranted according to their respective manufacturer.  Tires on 
BLU-JET equipment are warranted through their respective tire manufacturers and 
their network of dealers in your local area.

Warranty begins from date of delivery to the original purchaser and applies 
to all new BLU-JET products that have not been altered and are being used for the 
intended purpose.  Negligence, abuse or modification of equipment manufactured 
by or purchased and resold by Thurston Manufacturing Company will void this 
warranty.  

The obligation of Thurston Manufacturing Company to honor this warranty 
is limited to the repair or replacement of defective merchandise, to the original 
purchaser, subject to inspection of equipment in question by an authorized Thurston 
Manufacturing Company sales or service technician.  In the USA, freight of warranty 
replacement parts including main frame centers and wings will be prepaid for a 
period of one (1) Year by Thurston Manufacturing Company.  Shipments of repaired 
or replaced parts including main frame centers and wings after one year will be paid 
by the customer.
 	 Return of defective goods must be made within thirty (30) days of failure to 
Thurston Manufacturing Company, Thurston, Nebraska USA or to the nearest 
authorized BLU-JET Distributor or Rep Sales and service outlet.

Thurston Manufacturing Company will not be held responsible for any repair 
charges made by customers without prior written consent and prior equipment 
inspection by an authorized Thurston Manufacturing Company sales or service 
technician.
	 This warranty shall not be interpreted to render liability for injury or damages 
of any kind, direct, consequential or contingent to person or property.  This warranty 
does not extend to loss of crops, economic and/or commercial loss, loss because 
of delay in crop production or any expense incurred for labor, supplies, substitute 
machinery, rental or for any other reason.  This warranty is subject to any existing 
condition of supply, which may directly affect Thurston Manufacturing Company’s 
ability to obtain materials of manufacture and delivery of replacement parts.

Thurston Manufacturing Company reserves the right to make improvements 
in design and changes in specifications at any time without incurring any obligation 
to owners of units previously sold.
	 No one is authorized to alter, modify or enlarge this warranty nor its exclusions, 
limitations and reservations.  Thurston Manufacturing Company makes no 
representations or warranties, expressed or implied (including implied warranties 
of merchantability and fitness), except for those set forth in Thurston Manufacturing 
Company’s current applicable published warranty policies and procedures.

Layton W. Jensen, President        022398\mgmt

Limited Warranty
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Safety

RECOGNIZE SAFETY INFORMATION
	 •	 This is the safety-alert symbol. When you see his symbol 	
		  on your machine or in this manual, be alert to the 		
		  potential for personal injury. Follow recommended 
		  precautions and safe operating practices.

FOLLOW SAFETY INSTRUCTIONS
	 •	 Carefully read all safety messages in this manual and 	
		  on your machine safety signs. Keep safety signs in good 	
		  condition. Replace missing or damaged safety signs.
	 •	 Learn how to operate the machine and how to use 		
		  controls properly.
	 •	 Do not let anyone operate without instruction.
	 •	 Keep your machine in proper working condition. 
	 •	 Unauthorized modification to the machine may 
		  impair the function and/or safety and affect machine 	life.
PROTECT CHILDREN AND BYSTANDERS
	 •	 Before you back, LOOK CAREFULLY behind for 
		  children.
	 •	 Clear area of children, pets and bystanders.

HIGHWAY AND TRANSPORT OPERATIONS
	 Adopt safe driving practices:
	 •	 Keep the brake pedals latched together at all times. 		
		  NEVER USE INDEPENDENT BRAKING WITH MACHINE 	
		  IN TOW AS LOSS OF CONTROL AND/OR UPSET OF 		
		  UNIT CAN RESULT.
	 •	 Always drive at a safe speed relative to local	
		  conditions and ensure that your speed is low enough 	
		  for a emergency stop to be safe and secure. Keep 		
		  speed to a minimum.
	 •	 Reduce speed prior to turns to avoid the risk of 
		  overturning.
	 •	 Avoid sudden uphill turns on steep slopes.
	 •	 Always keep the tractor or towing vehicle in
		  gear to provide engine braking when going downhill. 
		  Do not coast.
	 •	 Do not drink and drive.
	 •	 Comply with state and local laws governing highway
		  safety and movement of farm machinery on public roads.
	 •	 Use approved accessory lighting and necessary 
		  warning devices to protect operators of other vehicles 	
		  on the highway during daylight and nighttime transport. 
	 •	 The use of flashing amber lights is acceptable in most
		  localities. However, some localities prohibit their use.
		  Local laws should be checked for all highway lighting
		  and marking requirements.
	 •	 When driving the tractor and equipment on the road 
		  or highway under (20 mph max.) (32 kmph max.) at night or 
	 	 during the day, use flashing amber warning lights
	 	 and a slow moving vehicle (SMV) identification emblem.
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Safety

AP 2483-8-98

AP 2234-7-98

AP 2914

Observe Safety Signs

Rigid Frame

Folding Frame
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Operating Instruction

1.	 Unfold wings and grease
	 wing hinges daily.

2.	 Grease all coulter arm pivots.
	

3.	 The plug on the coulter hub 	
	 can be removed. A zerk can 	
	 be installed. Hub and spindle
	 assembly should be greased 	
	 twice seasonally.

 

4.	 Hydraulic wing cylinders are 	
	 designed with oil flow 	 	
	 restrictor fittings to provide a 	
	 smooth and even folding 		
	 sequence. Oil flow restrictor 	
	 modification may negatively 	
	 affect the folding  performance. 	
	 The oil flow restrictors slow 	
	 the wing operation for maximum 	
	 safety.

5.	 All exposed cylinder rods 		
	 should be greased before 		
	 seasonal storage to prevent 	
	 rusting.

Lubricating
wing hinge

NOTE:
Grease all 
zerks daily.

Coulter 
pivot shaft
lubrication

Coulter 
hub
lubrication

Oil Flow Restricter

 Task		  Procedures		           Illustrations
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 Task		  Procedures		           Illustrations

Preparing
for storage

A.	 Store the machine in a dry place. If the storage building has a dirt
	 floor, lower the park stands and support the stand with a 	 	
	 board to prevent the stand from entering the ground. 
B.	 Scrape or brush off any dirt on the machine and remove all  		
	 trash.
C.	 Relieve pressure from both hydraulic circuits. Heat from the sun 
	 can cause hydraulic systems to become over pressurized and 		
	 cause hoses or components to burst.
D.	 Before storing, apply grease to all hydraulic cylinder rods to 		
	 prevent rust or store with cylinders retracted if possible
E. 	 Fasten hydraulic hose ends to front of machine to keep the hose
	 ends above the ground.
F.	 Paint any surface that can rust.
G.	 Lubricate all grease fittings.
H.	 Inspect the machine for worn or broken parts and replace the 		
	 parts as needed.

A.	 Remove the protective grease from the hydraulic cylinder rods.
B.	 Assemble any parts taken off for storage or reconditioning.
C.	 Check the complete machine for loose bolts and cotter pins.
	 Check for parts out of adjustment which could result in rapid 		
	 wear, possible breaking and poor operation.
D.	 Lubricate the complete machine.
E.	 Check tires for correct air pressure.
F.	 Check wheel bolt torque.

Removing
from
storage

Wing flex 
spacers

Flex spacers 
out position

Flex spacers 
in position

  
NOTE: Wing flex spacers in the out
	 position. Wing can float 
	 2 degrees down 3 1/4” below
	 level a range of approximately
	 35” (30 ft. toolbar)
	 This spacer position should
	 be used for mechanical or
	 hydraulic wing lockdown.

	 Wing flex spacers positioned 
	 to the inside. Wings can float
	 from 7-1/2” below level to 
	 13-1/2” above level a range
	 of approximately 44”.
	 (30 ft. tool bar)

		

 
 

Operating Instruction

Tractor side

Hole  for hydraulic 
pressure wing
lockdown

Mechancial 
wing lockdown

Wing lockdown pin
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80000011 CoulterPro 15’, 25 x 7” Spacing

80000011 CoulterPro 15’, 25 x 7” Spacing
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80200019 Coulter Bundle, Drill Till 25 x 7” Spacing

80200019 Coulter Bundle, Drill Till 25 x 7” Spacing

AM4773             
4 PLACES
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80000011 CoulterPro 15’, 25 x 7” Spacing
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CoulterPro 80000011 15’ Drill Till 25 X 7

CoulterPro 80000011 15’ Drill Till 26 X 7

80000011 CoulterPro 15’, 25 X 7 and 26 X 7
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80000011 CoulterPro 15’, 26 x 7” Spacing

CoulterPro 80000011 15’ Drill Till 26 X 7
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80200011 Coulter Bundle Drill Till, 26 X 7” Spacing

80200011 Coulter Bundle Drill Till 26 X 7” Spacing

AM4773             

AM4774             
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80000011 CoulterPro 15’, 26 x 7” Spacing
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80000012 CoulterPro 15’, 24 x 7.5” Spacing
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80000012 CoulterPro 15’, 24 x 7.5” Spacing

CoulterPro 80000012 15’ Drill Till 24 X 7.5”
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80200010 Coulter Bundle Drill Till, 24 X 7.5” Spacing

80200010 Coulter Bundle Drill Till 24 X 7.5” Spacing

AM4773             
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80000012 CoulterPro 15’, 24 x 7.5” Spacing
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80000013 CoulterPro 15’, 22 x 8” Spacing



23

80000013 CoulterPro 15’, 22 x 8” Spacing

CoulterPro 80000013 15’ Drill Till 22 X 8”
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80200012 Coulter Bundle Drill Till, 22 X 8” Spacing

80200012 Coulter Bundle Drill Till 22 X 8” Spacing

AM4773             

AM4774             
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80000013 CoulterPro 15’, 22 x 8” Spacing
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80000014 CoulterPro 15’, 18 x 10” Spacing
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80000014 CoulterPro 15’, 18 x 10” Spacing

CoulterPro 80000014 15’ Drill Till 18 X 10”
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80200014 Coulter Bundle Drill Till, 18 X 10” Spacing

80200014 Coulter Bundle Drill Till 18 X 10” Spacing

AM4773             

AM4774             
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80000014 CoulterPro 15’, 18 x 10” Spacing
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80200015 CoulterPro Frame 15’

80200015 CoulterPro Frame 15’
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41000040 Light Kit, Rigid CoulterPro

41000040 Light Kit Rigid CoulterPro
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80000015 CoulterPro 20’, 32 x 7.5” Spacing

Bolt-on Wings             

Rigid Frame             
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80000015 CoulterPro 20’, 32 x 7.5” Spacing 

CoulterPro 80000015, 20’ Drill Till 32 X 7.5” Bolt on Wings

CoulterPro 80000015, 20’ Drill Till 32 X 7.5” Rigid Frame
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80200022 Coulter Bundle Drill Till, 32 X 7.5” Spacing

80200022 Coulter Bundle Drill Till 32 X 7.5” Spacing

AM4774             



35

80000015 CoulterPro 20’, 32 x 7.5” Spacing
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36

80000016 CoulterPro 20’, 34 x 7” Spacing

Bolt-on Wings             

Rigid Frame             
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80000016 CoulterPro 20’, 34 x 7” Spacing 

CoulterPro 80000016, 20’ Drill Till 34 X 7” Bolt on Wings

CoulterPro 80000016, 20’ Drill Till 34 X 7” Rigid Frame
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80200033 Coulter Bundle Drill Till, 34 X 7” Spacing

80200033 Coulter Bundle Drill Till 34 X 7” Spacing

AM4774             

AM4773             
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80000016 CoulterPro 20’, 34 x 7” Spacing
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40

80000017 CoulterPro 20’, 30 x 8” Spacing

Bolt-on Wings             

Rigid Frame             
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80000017 CoulterPro 20’, 30 x 8” Spacing 

CoulterPro 80000017, 20’ Drill Till 30 X 8” Bolt on Wings

CoulterPro 80000017, 20’ Drill Till 30 X 8” Rigid Frame
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80200023 Coulter Bundle Drill Till, 30 X 8” Spacing

80200023 Coulter Bundle Drill Till 30 X 8” Spacing

AM4774             

AM4773             
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80000017 CoulterPro 20’, 30 x 8” Spacing
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80000018 CoulterPro 20’, 24 x 10” Spacing

Bolt-on Wings             

Rigid Frame             
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80000018 CoulterPro 20’, 24 x 10” Spacing 

CoulterPro 80000018, 20’ Drill Till 24 X 10” Bolt on Wings

CoulterPro 80000018, 20’ Drill Till 24 X 10” Rigid Frame
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80200024 Coulter Bundle Drill Till, 24 X 10” Spacing

80200024 Coulter Bundle Drill Till 24 X 10” Spacing

AM4774             

AM4773             
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80000018 CoulterPro 20’, 24 x 10” Spacing
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48

80200015 CoulterPro Frame 15’

80200015 CoulterPro Frame 15’
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80000000 CoulterPro Wing Kit 15’-20’

80000000 CoulterPro Wing Kit 15’-20’
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80200020 CoulterPro Frame 20’

80200020 CoulterPro Frame 20’



51

41000040 Light Kit, Rigid CoulterPro

41000040 Light Kit Rigid CoulterPro



52

80100013 CoulterPro 24’ Folding, 40 x 7” Spacing
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80100013 CoulterPro 24’ Folding, 40 x 7” Spacing

CoulterPro 80100013 24’ Folding Drill Till 40 X 7”
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80210035 Coulter Bundle Drill Till, 40 X 7” Spacing

80210035 Coulter Bundle Drill Till 40 X 7” Spacing

AM4774             

AM4773 X 13             

AM4779            
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80100013 CoulterPro 24’ Folding, 40 x 7” Spacing
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80100014 CoulterPro 24’ Folding, 38 x 7.5” Spacing



57

80100014 CoulterPro 24’ Folding, 38 x 7.5” Spacing

CoulterPro 80100014 24’ Folding Drill Till 38 X 7.5”
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80210036 Coulter Bundle Drill Till, 38 X 7.5” Spacing

80210036 Coulter Bundle Drill Till 38 X 7.5” Spacing
AM4774             

AM4773 X 13             

AM4779            AM2719        
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80100014 CoulterPro 24’ Folding, 38 x 7.5” Spacing
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60

80100015 CoulterPro 24’ Folding, 34 x 8” Spacing



61

80100015 CoulterPro 24’ Folding, 34 x 8” Spacing

CoulterPro 80100015 24’ Folding Drill Till 34 X 8”



62

80210038 Coulter Bundle Drill Till, 34 X 8” Spacing

80210038 Coulter Bundle Drill Till 34 X 8” Spacing
AM4774             

AM4773 X 7             
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80100015 CoulterPro 24’ Folding, 34 x 8” Spacing
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64

80100016 CoulterPro 24’ Folding, 35 x 8” Spacing
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80100016 CoulterPro 24’ Folding, 35 x 8” Spacing

CoulterPro 80100016 24’ Folding Drill Till 35 X 8”
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80210037 Coulter Bundle Drill Till, 35 X 8” Spacing

80210037 Coulter Bundle Drill Till 35 X 8” Spacing
AM4774             

AM4773 X 8             
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80100016 CoulterPro 24’ Folding, 35 x 8” Spacing
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68

80210047 CoulterPro Frame 24’, Folding

80210047 CoulterPro Frame 24’, Folding



69

80210047 CoulterPro Frame 24’, Folding



70

80210034 Hydraulic Fold 24’ CoulterPro



71

41000038 Light Kit, Folding CoulterPro

41000038 Light Kit Folding CoulterPro
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80100005 CoulterPro 30’ Folding, 50 x 7” Spacing



73

80100005 CoulterPro 30’ Folding, 50 x 7” Spacing

CoulterPro 80100005 30’ Folding Drill Till 50 X 7”
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80210050 Coulter Bundle Drill Till, 50 X 7” Spacing

80210050 Coulter Bundle Drill Till 50 X 7” Spacing
AM4774             

AM4773 X 13            
AM4779            
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80100005 CoulterPro 30’ Folding, 50 x 7” Spacing
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76

80100006 CoulterPro 30’ Folding, 48 x 7.5” Spacing
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80100006 CoulterPro 30’ Folding, 48 x 7.5” Spacing

CoulterPro 80100006 30’ Folding Drill Till 48 X 7.5”
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80210051 Coulter Bundle Drill Till, 48 X 7.5” Spacing

80210051 Coulter Bundle Drill Till 48 X 7.5” Spacing

AM4774             

AM4773 X 12           

AM4779            

AM2719        
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80100006 CoulterPro 30’ Folding, 48 x 7.5” Spacing
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80100007 CoulterPro 30’ Folding, 44 x 8” Spacing
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80100007 CoulterPro 30’ Folding, 44 x 8” Spacing

CoulterPro 80100007 30’ Folding Drill Till 44 X 8”
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80210053 Coulter Bundle Drill Till, 44 X 8” Spacing

80210053 Coulter Bundle Drill Till 44 X 8” Spacing

AM4774             

AM4773 X 7           

AM4779            
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80100007 CoulterPro 30’ Folding, 44 x 8” Spacing
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80100008 CoulterPro 30’ Folding, 45 x 8” Spacing
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80100008 CoulterPro 30’ Folding, 45 x 8” Spacing

CoulterPro 80100008 30’ Folding Drill Till 45 X 8”
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80210052 Coulter Bundle Drill Till, 45 X 8” Spacing

80210052 Coulter Bundle Drill Till 45 X 8” Spacing

AM4774             

AM4773 X 8           
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80100008 CoulterPro 30’ Folding, 45 x 8” Spacing
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80210048 CoulterPro Frame 30’, Folding

80210048 CoulterPro Frame 30’, Folding
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80210048 CoulterPro Frame 30’, Folding



90

80210049 Hydraulic Fold 30’ CoulterPro
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41000038 Light Kit, Folding CoulterPro

41000038 Light Kit Folding CoulterPro
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Flatback Mounts

AM4772 Bracket, Flatback 4 x 6, Centered with Hardware

AM4773 Bracket, Flatback Off Centered, 4 x 6 with Hardware



93

Flatback Mounts

AM4774 Bracket, Flatback, 4 x 6, Offset with Hardware

AM4779 Bracket, Flatback Offset, 4 x 6, Offset with Hardware



94

Universal Mounts and Pull Pin Kit (80210201)

AM2719 Bracket, Universal Coulter

80210201 Pull Pin Kit Cat III



95

Coulter and Shank Parts

AM2799 Assembly, Coulter Arm With Hub and Knee Casting HD 

Coulter, 12” Shank, 1 Row 

AM2799
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AAM2639 Manual Holder & AAM2442 Park Stand

AAM2639 Manual Holder W/6 x 4 Mounting

AAM2442 Park Stank Assembly
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AAM2858 Stabilizer Assembly 9400/CoulterPro

AAM2858 Stabilizer Assembly 9400/CoulterPro



98

Hydraulic Cylinders And Parts
	 	 										        
MFG #	 Bore/								        	
TMC #	 Stroke	 Repair Kit	 Clevis	 Butt	 Gland	 Piston			 
SAE-33524A	      3-1/2” x 24”	 PMCK-SAE-33600 100000577	 141700023	 081700255	 071700174	
DP4247		  DP4309	        DP3996	 DP4319	 DP4325	 DP4327
	
SAE-33024	        3” X 24”	 PMCK-SAE-33000 100000423	 141500043	 081500323	 071500244	
DP4246		  DP4308	        DP4116	 DP4250	 DP4324	 DP4330

MFG #			   4 Req	 2 Req	 4 Req
TMC #	 Piston Rod	 Barrel	 Tie Rod	 Clevis Pin	 Cotter Pin
SAE-33524A	 010700689	 051700016	 170201281	 190400004	 220001504		
DP4247	 DP3997	 DP4346	 DP4351	 BP3514	 BP3511

SAE-33024	 010700438	 051900014	 170201281	 190400035	 220001504
DP4246	 DP4335	 DP4345	 DP4351	 BP3403	 BP3511		
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MFG #	 Bore/								        	
TMC #	 Stroke	 Repair Kit	 Clevis	 Butt	 Gland	 Piston			 
SAE-33524A	      3-1/2” x 24”	 PMCK-SAE-33600 100000577	 141700023	 081700255	 071700174	
DP4247		  DP4309	        DP3996	 DP4319	 DP4325	 DP4327
	
SAE-33024	        3” X 24”	 PMCK-SAE-33000 100000423	 141500043	 081500323	 071500244	
DP4246		  DP4308	        DP4116	 DP4250	 DP4324	 DP4330

With cylinder removed from machine, clean, drained of oil and fully retracted, proceed as follows:

Disassembly:
1.	 Secure cylinder in vice or other method to prevent rotation. With the immediate area clean of 
	 dirt so parts can be laid out.
2.	 Remove tie-rod nuts, item (1).
3.	 Pull rod assembly from cylinder. Remove tube, item (3).
4.	 Loosen nut item (4), and remove clevis, item (5), from rod assembly.
5.	 Place rod assembly in vice with copper or brass jaws so as not to damage.
6.	 Remove all seals from items (6), (8), and (9) for replacement. Clean and inspect all parts, for damage 
	 (nicks, scratches, cracks and etc.) replace as necessary. If you have any question please contact 
	 Prince Hydraulics (712) 235-1220.

Reassembly:
1.	 Replace all seals in items (6), (8), and (9). Do not replace small O-ring on ID of piston, item (8), until 
	 ready to attach rod, item (2).
2.	 Place small ID O-ring seal for piston over rod turndown and apply light coat of grease to seal. 
	 Slip piston, item (8), onto turndown  with ID counter bore towards rod shoulder. Take care not to 
	 pinch O-ring between piston and rod shoulder. Replace nut, item (7), and secure.
3.	 Apply light coat of grease to seals in gland, item (6), and slip gland over rod end, carefully so as 
	 not to damage seals. Slip entire assembly into lightly oiled tube, item (3), piston first. Insure tube 
	 slips up over OD seals of gland.
4.	 Take total assembly in step 3 and slip tube over OD seal on butt, item (9). Align ports in butt and 
	 gland and apply nuts, item (1), to tie-rods and toque uniformly.
	 Tierod
	 3/8” tierods 20-23 ft./lbs. (27-31 Nm)
	 1/2” tierods 45-52 ft./lbs. (61-70 Nm)
	 5/8” tierods 95-105 ft./lbs. (129-142 Nm)
	 3/4” tierods 150-165 ft./lbs (203-224 Nm)

5.	 Test for leaks and reinstall in machine. If you have any problems contact Prince Hydraulics 	
	 (712) 235-1220.

6.	 The hydraulic system MUST have the air removed from the system after initial machine
	 set-up or following the repair or replacement of any part of the system.

7.	 Connect implement to the tractor drawbar correctly before operating or making any
	 adjustments.

Tie-rod Cylinder Disassembly - Assembly Procedure

1

9 8 3 2 6 5

4

7

WARNING: Make sure you perform the required service and adjustments 
correctly. Failure will damage machine or injure operator.
WARNING
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1.	 Position rigid CoulterPro 		
frame on sturdy stands, about
	 35” high on hard level surface.

 		

 
 

	

			 

 Task		  Procedures		           Illustrations
Positioning
main frame
on stands
NOTE:
Consult
row spacing
before
positioning
stands. 
Position
stands to
avoid
interference
with row
assemblies.

Secure 
frame to  
stands.

DANGER

Assembly (Rigid Frame)

20’6” Frame

15’2” Frame

15’2” Frame  
Bolt on Wings
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Assembly (80000000 Wing Kit 15’-20’)

80000000 CoulterPro Wing Kit 15’-20’

1.	 To convert 15’ toolbar to a 20’ 	
	 toolbar, attach (2) AM4744 wing 	
	 extensions to main frame with 	
	 hardware provided in bundle 	
	 8000000 Bolt-on Wing Kit. 	  
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 Task		  Procedures		           Illustrations
1.	 Position folding CoulterPro 	
	 frame on sturdy stands, about
	 35” high on hard level surface.

2.	 Install wing flex spacers (a)
	 (AM4735) on frame with (b)
	 (BP3041) 1/2” x 2” hex cap 	
	 screws and (c) (BP3244) 1/2”
	 hex lock nuts.
  
NOTE: Wing flex spacers in the out
	 position. Wing can float 
	 2 degrees down 3 1/4” below
	 level to above leve for a range 	
	 of approximately 35” (30 ft. 
	 tool bar)
	 This spacer position should
	 be used for mechanical or
	 hydraulic wing lockdown.

	 Wing flex spacers positioned 
	 in the inside position. Wings 	
	 can float from 7-1/2” below 	
	 level to 13-1/2” above level for
	 a range of approximately 44”.
	 (30 ft. tool bar)

3.	 Wings must be 
	 mounted with the
	 the lockdown holes
	 facing the front.

4.	 Insert (d) (BP3610) 1-3/4” x 
	 6-1/8” anti-rotation pin through
	 frame weldment on both side. 	
	

 
 

Main frame

Assembly (Folding CoulterPro)

NOTE:
Left-hand
and 
right-hand 
as viewed 
from the 
rear.

Installation
of wing flex 
spacers

Mounting
wings

Flex spacers 
out position

Flex spacers 
in position

f

e Wing lockdown
holes
(Tractor side)

Left-hand 
wing

AM4735

a

BP3041

b
BP3244

c

BP3610

d
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5.	 Square head of pin to the 
	 the outside of weldment.
	 Secure pin with (e) (BP3096)
	 3/8” x 2-1/2” hex cap screws 	
	 and (f) (BP3003) 3/8” hex 
	 lock nuts.

6.	 Place wing on sturdy stands.

7.	 Install (g) (BP3072) grease
	 zerk 1/4” in both wing hinges.

8.	 Place (h) (BP3539) 1-1/4” x
	  6-1/4” wing lock pin in storage 	
	 hole on mainframe weldment.

9.	 Secure with hair pin clip.
	 (Hair pin clip is part of pin
 	 part number.)
	

Hinge
grease
zerk 
installation

Attaching 
wing

Wing lock
pin 

Assembly (Folding CoulterPro)

Tractor side

 Task		  Procedures		           Illustrations

BP3610

d

BP3096

e

BP3003

f

BP3072

g

BP3539

h
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 Task		  Procedures		           Illustrations
1. 	 AAM2442 Parking Stand 
	 Assembly Parts

2.	 Consult row spacing pages
	 for open location for park stand
	 mount on mainframe as far out
	 as possible.

3.	 Insert (2) (AM4682) park stand 	
	 from bottom into (1)  (AM5054) 	
	 park stand 	mounting bracket.

4.	 Position (1) (AM5054) park stand 	
	 mount on tractor side of main-	
	 frame as far out as possible. 	
	 Secure with (3) (BP3331) 5/8”
	 x 4”W x 7-3/4”L u-bolt, (4) 
	 (BP3039) 5/8” lock washers and
	 (5) (BP3038) 5/8” hex nuts.

5.	 Secure stand with (6) (BM3502) 	
	 3/4” x 4-1/2” hitch pin and (7) 	
	 (BP3504) 1/8” hair pin clip. 

Park stand

Assembly (AAM2442 Park Stand)

NOTE:
If main	
frame 
stands 
are high 
enough 
the  park 
stand can 
be inserted
from the 
bottom.
If not place
mounting 
over park 
stand
before 
installation.

2

3

4

1 AM5054

AM4682

BP3039

-

BP3331

BP3038
5

7

BM3502
6

BP3504
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 Task		  Procedures		           Illustrations
1.

2.	 Install pull pin kits to main frame

3.	 Install (a) (AM4063) rocker 	
	 plate with (b) (BP3509) 1-1/4” 	
	 x 4-23/32” CAT. III pin and 
	 securewith (c) (BP3517) 7/16” 	
	 lynch pin.
	

Bundle Number 80210201Pull pin kits

Assembly (80210201 CoulterPro Pull Pin Kit Cat III)

Rocker plate
installation
for folding
frame

a
AM4063

b
BP3509

c
BP3517
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 Task		  Procedures		           Illustrations
1.	 Consult row spacing pages
	 and mark bracket locations.

2.	 Mounting (a) (AM4772) 4 x 6 
	 flatback, centered and (b)
	 (AM4779) 4 x 6 flatback, offset
	 to frame.

3. 	 Place (c) (BP3331) 5/8 x 4”W x 	
	 7-3/4”L u-bolts over tube and 	
	 install flatback. Center coulter 	
	 shank slot on the bracket with 	
	 mark. 	
	 Secure with (d) (BP3039) 		
	 5/8” 	lock washers and (e) 
	 (BP3038) 5/8” hex nuts. 

4.	 Insert (f) (BP3229) 1/2” x 2-1/2”
	 carriage bolts into bracket.
	 Place (g) (BP3043) 1/2” lock
	 washers and (h) (BP3042) 1/2”
	 hex nuts on each bolt. Do not
	 tighten until coulter shank is
	 installed.

Mounting 
coulter
flatbacks

Assembly (Mounting Flatbacks) 

c
BP3331

c
BP3331

f
BP3229

g
BP3043 h

BP3042

g
BP3043

h
BP3042

a
AM4772

d
BP3039e

BP3038

b
AM4779

f
BP3229

e
BP3038

d
BP3039
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Coulter Assembly 

1.	 Remove hex cap screws from
	 hub (a) (AM2799) coulter arm 	
	 with hub and knee casting 	
	 assembly.

2.	 Place coulter blade on    		
	 coulter assembly and replace 	
	 hex cap screws.

3.	 Install (c) (BP3466) 2-1/2” OD x 	
	 1-3/4” ID, 10 GA, 18-8 SS
	 machinery bushing over (d)
	 (AM2736) 12” coulter shank
	 weldment.

4.	 Insert the 12” coulter shank 	
	 into coulter assembly. 		
	 Start (e) (BP3519) 3/8” x 2-1/2”
	 roll pin in base of coulter 		
	 shank. Insert the (f) (BP3534) 	
	 7/32” x 2/1/2” roll pin in the 		
	 end of the 3/8” roll pin and 
	 drive both pins together. 		
	 Leave an equal amount of pin 
	 on each sides of the shank.

5.	 Install the (g) (BP3162) 3/8” 	
	 x 2” roll pin through the 		
	 shank weldment top hole.

Super 1200 coulter 1 row
(Blade not part of bundle.) 	

Preparing
coulters 
for
mounting

AP2840

AP2799

a

Installing
roll pin in 
shank  

BP3466

c

BP3519
e

BP3162

g

b

AM2736
d

BP3534

f

NOTE:
Smooth 
blade 
shown.

 Task		  Procedures		           Illustrations
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 Task		  Procedures		           Illustrations

Assembly (Mounting Coulters)

1. 	 Insert coulter shank assembly 	
	 into the mounting.		
	
2.	 Insert the (a) (BP3229) 1/2”-	
	 13 x 2-1/2” carriage bolt into 	
	 top hole of bracket. Push 	
	 coulter shank assembly back 	
	 into the bracket and insert 	
	 the bottom carriage bolt. 		
	 Place (b) (BP3043) 1/2” lock 	
	 washer and (c) (BP3042) 
	 1/2”-13 hex nut on each 		
	 carriage bolt. Do not tighten 	
	 at this point.

3.	 Raise coulter shank assembly
	 in bracket and place a 3”
	 spacer between the roll 		
       	pin and the top of the bracket.
	 Tighten the 1/2” hex nuts.
	 This height is a starting 		
	 point.

Mounting
coulters

BP3043

b

BP3042

c

BP3229
a
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 Task		  Procedures		           Illustrations

Assembly (AAM2639 Manual Holder W/6 x 4 Mounting) 

AAM2639 Manual Holder W/6 x 4 Mounting

1.	 Mount (3) (AP4254) manual holder
	 to (1) (AM7640) manual holder
	 bracket with (4) (BP3006) 3/8” x
	 1” hex cap screw. Secure with 
	 (5) (BP3002) 3/8” lock washer
	 and (6) (BP3001) 3/8” hex nut.

2.	 Consult row spacing page for
	 manual holder location.

3.	 Attach assembly to frame with
	 (2) (BP3045) 3/8” x 6”W x 5”L
	 u-bolt, (5) (BP3002) 3/8” lock 		
	 washers and (6) (BP3001) 3/8” 
	 hex nuts.	

AAM2639
Manual 
Holder

NOTE:
Consult
row
spacing
pages
for manual
holder
location
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Mounting
wing 
cylinders

1.	 Install wing cylinders 
	 to main frame cylinder 
	 weldment. (Consult 
	 hydraulic diagram) Secure 	
	 with cylinder pins and cotter 	
	 keys.

2.	 Install (7) (DP4551) adapter
	 with restrictor in the top
	 port of each cylinder.  

3.	 Install (6) (DP4445) 90 		
	 degree elbow 6MJIC-6FJX
	 on four adapters.

4. 	 Consult hydraulic diagram 
	 and install hydraulic hoses.

5.	 Install (3) (DP4004) 6MJ-		
	 6MJ-6MJ tee between hoses
	 (8) and (10) on cylinder.

6.	 Install (5) (DP4394) 8MSAE-
	 6MJIC adapters and (4) 
	 (DP4383) Pioneer nipples to 	
	 tractor hoses. 
 
 
	

NOTE:
Left-hand
and 
right-hand 
as viewed 
from the 
rear.

 Task		  Procedures		           Illustrations

6

7

Left-hand 

Butt End

Rod End

8

10

 Assembly (Hydraulics) 
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 Task		  Procedures		           Illustrations

 Assembly (Hydraulics) 

7.	 Connect the hydraulic hoses 	
	 to the tractor remote couplers. 	
	 The 1/4” hoses supply oil to 	
	 the wing cylinders. Mark  
	 1/4” hose pairs with paint or
	 tape. Mark hoses so that 		
	 they are plugged in correctly 	
	 each time.	 

	 WARNING: Hydraulic fluid escaping under pressure can have 
enough force to penetrate the skin. Hydraulic fluid may also 
infect a minor cut or opening in the skin. If injured by escap-
ing fluid, see doctor at once. Serious infection or reaction can 
result if medical treatment is not given immediately. Make sure 
all connections are tight and that hoses and lines are in good 
condition before applying pressure to the system. Relieve all 
pressure before disconnecting the lines or performing other work 
on the hydraulic systems.

Generic example

Connecting
hydraulic 
hoses
CAUTION:
Always 
hook tool 
bar to tractor 
before 
filling oil 
lines

NOTE:
Cylinder 
should be
blocked 
high enough 
to avoid 
damage to 
wings when 
rods are 
extend 
hydraulically

Charging
and attaching 
wing
cylinders

CAUTION:
Always 
hook tool 
bar to tractor 
before 
filling oil 
lines

NOTE:
Charging a 
hydraulic 
system will 
remove oil
from a tractors 
hydraulic 
reservoir.
Be sure to 
check 
tractor oil 
level after 	
charging a 
new system.

8.	 Before charging the wing
	 cylinders block rod ends up.

9.	 Hook implement to tractor. 	
	 Connect the hydraulic lines
	 to tractor ports.

10.	 Begin by holding the tractor
	 remote lever in one direction
	 until the cylinders are fully
	 extended or retracted. Hold
	 1 minute to purge air from 
	 lines.  Reverse the 	direction of 	
	 the remote lever to charge the 	
	 other side of the system. Hold 	
	 1 minute to purge air from 	
	 lines. Continue process until
	 cylinders are extending and
	 retracting completely.

11.	 Extend cylinder rod slowly
	 until centered over rocker
	 plate.

12.	 Insert 1” x 3-1-1/2” clevis pin
	 and secure with cotter keys.

13.	 Repeat procedure on opposite
	 wing linkage.

	
		   

CAUTION

CAUTION

WARNING
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41000040 Light Kit, Rigid CoulterPro

NOTE:
Consult
row
spacing
pages
for
bracket
locations
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 Task		  Procedures		           Illustrations

Mounting
light kit
brackets

BP3214

b

CP2660

c

AM3408

a

1. 	 Consult row spacing pages
	 for bracket locations.
 
2.	 Mount (a) (AM3408) mounting
	 plate light post T to frame with
	 (b) (BP3214) 3/8” x 4”W x 7”L
	 u-bolts. Secure with (c) (CP2660)
	 3/8” hex lock nuts.

3. 	 Align (d) (AM3419) light tube
	 bracket with bottom of plate
	 and secure with (e) (BP3736)
	 3/8” x 2”W x 3”L u-bolts and
	 (c) (CP2660) 3/8” hex lock nuts.

4.	 Attach (f) (AM3410) to tube
	 with (e) (BP3736) 3/8” x 2”W 	
	 x 3”L u-bolts and (c) (CP2660) 	
	 3/8” hex lock nuts. 
	 Do not tighten.
  	
 	  		

Assembly (41000040 Light Kit, Rigid Frame)

CP2660

c
AM3419

d

BP3736

e

AM3410

f

BP3736

e

CP2660

c
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 Task		  Procedures		           Illustrations

Mounting
light kit
brackets

AM3409

g

Assembly (41000040 Light Kit, Rigid Frame)

BP3736

e

CP2660

c

1. 	 Align hole in (g) (AM3409) 	
	 light tube bracket, 3’5-7/8” 	
	 with hole in plate. Tighten
	 plate hex nuts. Secure tube
	 with (e) (BP3736) 3/8” x 2”W 	
	 x 3”L u-bolts and (c) (CP2660) 	
	 3/8” hex lock nuts.

2.	 Attach four (h) (AM3422) light
	 bracket side mounts to ends of
	 tubes with (e) (BP3736) 3/8” x 	
	 2”W x 3”L u-bolts and (c) 		
	 (CP2660) 3/8” hex lock nuts. 

AM3422

h

CP2660
c

BP3736

e

AM3422

h

BP3736

e

CP2660
c
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 Task		  Procedures		           Illustrations

Mounting
light kit
brackets

Assembly (41000040 Light Kit, Rigid Frame)

1. 	 Attach two (i) (AM3421) side 	
	 mount light brackets to mounts
	 with (j) (BP3006) 3/8” x 1” hex
	 cap screws and (c) (CP2660) 	
	 3/8” hex lock nuts. Install (k)
	 (AM3415) front light bracket
	 left-hand on (i) top two holes. 
	 Secure with (c) (CP2660) 		
	 3/8” hex lock nuts.

2. 	 Attach two (i) (AM3421) side 	
	 mount light brackets to mounts
	 with (j) (BP3006) 3/8” x 1” hex
	 cap screws and (c) (CP2660) 	
	 3/8” hex lock nuts. Install (l)
	 (AM3417) front light bracket
	 right-hand on (i) top two holes. 
	 Secure with (c) (CP2660) 		
	 3/8” hex lock nuts.
 

AM3421

i
BP3006

j

CP2660

c

AM3417
RH

l

AM3421

i

BP3006

j

CP2660

c

NOTE:
Left-hand
and 
right-hand 
as viewed 
from the 
rear.

Right-hand from the rear

Left-hand from the rear

AM3415
LH

k

CP2660

c
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 Task		  Procedures		           Illustrations

NOTE:
Left-hand
and 
right-hand 
as viewed 
from the 
rear.

Assembly (41000040 Light Kit, Rigid Frame)

Installing
Red and 
Amber
lamps

p
AP3153

Red Red Amber
1. 	 Insert (m) (AP3551) model
	 60 oval grommets into
	 mountings.

2.	 Insert (n) (AP3549) Red
	 lamp into grommet.
	 Insert (o) (AP4415) Amber
	 lamp into outside grommets.

3.	 String wiring harness through
	 plate and tube holes.

4.	 Attach (p) (AP3153) 2 post 	
	 5-wire wiring harness to the 		
	 Red and Amber lamps.

5.	 Install (q) (AM3418) light
	 bracket shield on each
	 Amber lamp assembly with
	 two (j) (BP3006) 3/8” x 		
	 1”, grade 5, hex cap 
	 screws. Secure with (c) 		
	 (CP2660) 3/8”hex lock 
	 nuts.

6.	 Insert (r) (BP3118) 3/8” x 5”
	 hex cap screw through 
	 tractor side hole and secure
	 with (c) (CP2660) 3/8”hex 		
	 lock nuts.    

AP3551

m

AP3549

n

AP4415

o

AP4415

o

Red
Amber

Amber

Amber

AmberAP4415

o
AP3551

m
AP3549

n Red

Insert 
wiring 
harness

BP3006

j

AM3418

q

BP3118

r

CP2660

c

BP3118

r

CP2660

c

BP3006

j

AM3418

q

Right-hand from the rear

Left-hand from the rear
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1. 	 Attach (s) (AP2548) 2 x 9
	 Red reflectors below
	 Red and Amber lights.

2.	 Attach (t) (AP2551) 2 x 9
	 Red-Orange reflectors 	 	
	 above  Red and Amber 		
	 lights.

3.	 Attach (u) (AP2547) 2 x 9
	 Yellow reflectors above  		
	 Amber lights and on 
	 rear main frame plate.

 	

Installing
reflectors

t
AP2551

s
AP2548

Assembly (41000040 Light Kit, Rigid Frame)

4. 	 Attach (a) (AM3420) SMV tall
	 mounting bracket with (b)
	 (BP3335) 3/8” x 7”W x 8”L
	 u-bolt and (c) (CP2660) 3/8”
	 hex lock nuts.

5.	 Attach (d) (AP2543) SMV
	 mounting socket with 
	 hardware provided with
	 socket.

6.	 Mount (e) (AP2542)  SMV
	 sign to (f) (AP2544) SMV
	 mounting spade with hardware
	 provided with spade.

7.	 Insert assembly into socket.

8. 	 Mount (g) (AM4575) dust cap
	 holder bracket to tongue
	 with (b) (BP3335) 3/8” x 7”W 	
	 x 8”L u-bolt and (c) (CP2660) 	
	 hex lock nuts.

9.	 Attach (h) (AP3142) 7 pin
	 10’ main electrical harness
	 and dust cap to bracket with
	 (i) (BP3233) 1/4” X 3/4” hex
	 cap screws and (j) (BP3053) 	
	 1/4” hex nuts.

	  

	

b
BP3335

i
BP3233

h
AP3142

u
AP2547

j
BP3053

c
CP2660

g
AM4575

c
CP2660

d
AP2543

f
AP2544
e

AP2542

a
AM3420

b
BP3335

 Task		  Procedures		           Illustrations

s
AP2548
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Assembly (41000040 Light Kit, Rigid Frame)

 Task		  Procedures		           Illustrations

1. 	 Attach (b) (AP3142) 10’ main 	
	 5-wire, 7 pin electrical harness
	 to (a) (AP3153) 2 post, 5 wire
	 electrical harness. Extend to 
	 dust cap. Cable tie wires to 
	 tubes and frame.

a
AP3153

b
AP3142

b
AP3142
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41000038 Light Kit, Folding CoulterPro, StripTill

NOTE:
Consult
row
spacing
pages
for
bracket
locations
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 Task		  Procedures		           Illustrations

Mounting
light kit
brackets

BP3214
b

1. 	 Consult row spacing pages
	 for bracket locations.
 
2.	 Mount (a) (AM3427) light
	 bracket, 16”, 4” mounting 
	 on main frame rear wing 
	 weldment area with (b) 		
	 (BP3214) 3/8” x 4”W x 7”L
	 u-bolts. Secure with (c) (CP2660)
	 3/8” hex lock nuts.

3.	 Mount (d) (AM3408) mounting
	 plate light post T to tube with
	 (e) (BP3363) 3/8” x 4”W x 7”L
	 u-bolts. Secure with (c) (CP2660)
	 3/8” hex lock nuts.

4. 	 Align (f) (AM3419) light tube
	 bracket with bottom of plate
	 and secure with (g) (BP3736)
	 3/8” x 2”W x 3”L u-bolts and
	 (c) (CP2660) 3/8” hex lock nuts.

5.	 Attach (h) (AM3410) to tube
	 with (g) (BP3736) 3/8” x 2”W 	
	 x 3”L u-bolts and (c) (CP2660) 	
	 3/8” hex lock nuts. 
	 Do not tighten.
  	
 	  		

Assembly (41000038 Light Kit, Folding Frame)

AM3419

f

BP3736AM3410

h

BP3736

g

CP2660

c
AM3427

a

AM3408

d BP3363

e

CP2660

c

CP2660

c

g

CP2660

c
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 Task		  Procedures		           Illustrations

Mounting
light kit
brackets

Assembly (41000038 Light Kit, Folding Frame)

1. 	 Position (i) (AM3409) light 	
	 tube bracket, 3’ 5-7/8”, 17” 	
	 from the center of mounting 		
	 plate to the wing side. 
	 Tighten plate hex nuts. Secure 	
	 tube with (g) (BP3736) 3/8” x 	
	 2”W 	x 3”L u-bolts and (c) 	
	 (CP2660) 3/8” hex lock nuts.

2.	 Attach four (j) (AM3422) light
	 bracket side mounts to ends of
	 tubes with (g) (BP3736) 3/8” x 	
	 2”W x 3”L u-bolts and (c) 		
	 (CP2660) 3/8” hex lock nuts. 

AM3422

BP3736

CP2660
c

AM3409
i

CP2660

c

BP3736

g

CP2660

c

BP3736

g

AM3409

i

g

j

17”

17”

Wing Side

Wing Side

Right-hand from the rear

Left-hand from the rear

Right-hand from the rear

Left-hand from the rear
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 Task		  Procedures		           Illustrations

Mounting
light kit
brackets

Assembly (41000038 Light Kit, Folding Frame

1. 	 Attach two (k) (AM3421) side 	
	 mount light brackets to mounts
	 with (l) (BP3006) 3/8” x 1” hex
	 cap screws and (c) (CP2660) 	
	 3/8” hex lock nuts. Install (m)
	 (AM3415) front light bracket
	 left-hand on (k) top two holes. 
	 Secure with (c) (CP2660) 		
	 3/8” hex lock nuts.

2. 	 Attach two (k) (AM3421) side 	
	 mount light brackets to mounts
	 with (l) (BP3006) 3/8” x 1” hex
	 cap screws and (c) (CP2660) 	
	 3/8” hex lock nuts. Install (n)
	 (AM3417) front light bracket
	 right-hand on (k) top two holes. 
	 Secure with (c) (CP2660) 		
	 3/8” hex lock nuts.

AM3421

k
CP2660

c

AM3417
RH

AM3421

k

BP3006

l

CP2660

c

NOTE:
Left-hand
and 
right-hand 
as viewed 
from the 
rear.

Right-hand from the rear

Left-hand from the rear

AM3415
LH

m

n

CP2660

c

BP3006

l
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 Task		  Procedures		           Illustrations

NOTE:
Left-hand
and 
right-hand 
as viewed 
from the 
rear.

Assembly (41000038 Light Kit, Folding Frame

Installing
Red and 
Amber
lamps

r
AP3153

Red Red Amber
1. 	 Insert (o) (AP3551) model
	 60 oval grommets into
	 mountings.

2.	 Insert (p) (AP3549) Red
	 lamp into grommet.
	 Insert (q) (AP4415) Amber
	 lamp into outside grommets.

3.	 String wiring harness through
	  long tube hole.

4.	 Attach (r) (AP3153) 27’ rear 		
	 wiring harness to the Red and 	
	 Amber lamps.

5.	 Install (s) (AM3418) light
	 bracket shield on each
	 Amber lamp assembly with
	 two (l) (BP3006) 3/8” x 		
	 1”, grade 5, hex cap 
	 screws. Secure with (c) 		
	 (CP2660) 3/8”hex lock 
	 nuts.

6.	 Insert (t) (BP3118) 3/8” x 5”
	 hex cap screw through 
	 tractor side hole and secure
	 with (c) (CP2660) 3/8” hex 	
	 lock nuts.    

AP3551

o

AP3549
p

AP4415

o

AP4415

q

Red

Amber

Amber

Amber

AmberAP4415

q
AP3551

o
AP3549

p Red

Insert 
wiring 
harness

BP3118

CP2660

c

BP3118

t

CP2660

c

BP3006

l

AM3418

s

BP3006

l
t

AM3418

s
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1. 	 Attach (u) (AP2548) 2 x 9
	 Red reflectors below
	 Red and Amber lights.

2.	 Attach (v) (AP2551) 2 x 9
	 Red-Orange reflectors 	 	
	 above  Red and Amber 		
	 lights.

3.	 Attach (w) (AP2547) 2 x 9
	 Yellow reflectors above  		
	 Amber lights and on 
	 rear main frame plate.

 	

Installing
reflectors

v
AP2551

u
AP2548

Assembly (41000038 Light Kit, Folding Frame)

4. 	 Attach (a) (AM3420) SMV 
	 mounting bracket with (b)
	 (BP3335) 3/8” x 7”W x 8”L
	 u-bolt and (c) (CP2660) 3/8”
	 hex lock nuts.

5.	 Attach (d) (AP2543) SMV
	 mounting socket with 
	 hardware provided with
	 socket.

6.	 Mount (e) (AP2542)  SMV
	 sign to (f) (AP2544) SMV
	 mounting spade with hardware
	 provided with spade.

7.	 Insert assembly into socket.

8. 	 Mount (g) (AM4575) dust cap
	 holder bracket to tongue
	 with (b) (BP3335) 3/8” x 7”W 	
	 x 8”L u-bolt and (c) (CP2660) 	
	 hex lock nuts.

9.	 Attach (h) (AP3142) 7 pin
	 10’ main electrical harness
	 and dust cap to bracket with
	 (i) (BP3233) 1/4” X 3/4” hex
	 cap screws and (j) (BP3053) 	
	 1/4” hex nuts.

	  

	

i
BP3233

w
AP2547

c
CP2660

g
AM4575

c
CP2660

d
AP2543

f
AP2544

e
AP2542

a
AM3420

b
BP3335

b
BP3335

h
AP3142

j
BP3053

 Task		  Procedures		           Illustrations
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Assembly (41000038 Light Kit, Folding Frame

 Task		  Procedures		           Illustrations

a
AP3153

b
AP3142

b
AP3142

1. 	 Attach (b) (AP3142) 10’ main 	
	 5-wire, 7 pin electrical harness
	 to (a) (AP3153) 2 post, 5 wire
	 electrical harness. Extend to 
	 dust cap. Cable tie wires to 
	 tubes and frame.
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BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

3
AP 2231

1
AP2230

CoulterPro Decal AP2230 4-11
Actual Size 4” x 22” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

2
AP 2215

2
AP 2215

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

2
AP 2215

4
AP 2483

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

3
AP 2231

1
AP2230

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

2
AP 2215

4
AP 2483

20’ Toolbar

15’ Toolbar

Assembly (Decals, Rigid Frames)

1.		  2	 AP 2230	 Decal, CoulterPro, 3-1/4” x 14”
2.		  4	 AP 2215	 Decal, BLU-JET, 3 x 8
3.		  1	 AP 2231	 Decal, FEMA, 2-1/2” x 1-1/2”
4.		  1	 AP 2483	 Decal, Danger, Falling From Equipment

2
AP 2215

2
AP 2215

CoulterPro Decal AP2230 4-11
Actual Size 4” x 22” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
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6
AP 2914

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

2
AP 2215

3
AP 2231

1
AP 2230

Assembly (Decals, Folding Frames)
BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

2
AP 2215

5
AP 2483

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

2
AP 2215

4
AP 2234

6
AP 2914

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

3
AP 2231

1
AP 2230

5
AP 2483

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

2
AP 2215

AP 2234
42

AP 2215

BLU-JET Decal AP2215 6-06
Actual Size 3” x 8” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
Qty. 3,000

2
AP 2215

1.		  4	 AP 2230	 Decal, CoulterPro, 3-1/4” x 14”
2.		  5	 AP 2215	 Decal, BLU-JET, 3 x 8
3.		  1	 AP 2231	 Decal, FEMA, 2-1/2” x 1-1/2”
4.	   	 2	 AP 2234	 Decal, Danger Stand Clear Falling Wing
5.		  1	 AP 2483	 Decal, Danger, Falling From Equipment
6.		  1	 AP 2914	 Decal, Warning, High Pressure Fluid

CoulterPro Decal AP2230 4-11
Actual Size 4” x 22” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl

CoulterPro Decal AP2230 4-11
Actual Size 4” x 22” 
Color: Reflex Blue and Clear Coat On White
FB5000 White Vinyl
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Specifications 

Tractor Attachment.......	3 Point

Frames: Double 4” x 6” x 3/8:  26” Rank
	                                                                                                                                                                                 
Weight............................15’ Frame: 1198 lbs.  Roller: 1098 lbs.  Bolt-on Wings:  365 lbs.	                            
	 20’ Frame: 1436 lbs.  Roller: 1600 lbs.				  
	 24’ Frame:  2685 lbs.  Roller: 1730 lbs.				  
	 30’ Frame:  3015 lbs.  Roller:  2270 lbs.				  
	 Coulter with blade, bracket, and hardware:  81 lbs. per unit		
	
Pull Pin Kit.....................	 Cat. III Hitch Pin Kit
			 
Lighting Kit &............... 	Rigid:41000040      Folding:41000038			 
	
Coulter...........................	Super 1200			 
Coulter Blade	 17”  Wavy

Fold Cylinder Size.........	30’ Frame: 3-1/2 x 24 (3,000 psi. SAE-33524A)			 
	 24’ Frame: 3 x 24 (3,000 psi. SAE-33024)

Remote Outlets.............	15’  None
	 20’  None
	 24’ 1 pair
	 30’ 1 pair

Hyd. Output...................	2000 psi / 20 GPM
	
Transport Width............	15’ Frame: 15’-4”    W/Roller: 16’				  
	 20’ Frame: 20’-8”    W/Roller: 21’-8”				  
	 24’ Frame: 15’-6”    W/Roller: 16’				  
	 30’ Frame: 15’-6”    W/Roller: 16’    

Warranty........................	5 yr. Frame/1 yr. Components
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Tractor Attachment.......	3 Point

Frames: Double 4” x 6” x 3/8:  26” Rank
	                                                                                                                                                                                 
Weight............................15’ Frame: 1198 lbs.  Roller: 1098 lbs.  Bolt-on Wings:  365 lbs.	                            
	 20’ Frame: 1436 lbs.  Roller: 1600 lbs.				  
	 24’ Frame:  2685 lbs.  Roller: 1730 lbs.				  
	 30’ Frame:  3015 lbs.  Roller:  2270 lbs.				  
	 Coulter with blade, bracket, and hardware:  81 lbs. per unit		
	
Pull Pin Kit.....................	 Cat. III Hitch Pin Kit
			 
Lighting Kit &............... 	Rigid:41000040      Folding:41000038			 
	
Coulter...........................	Super 1200			 
Coulter Blade	 17”  Wavy

Fold Cylinder Size.........	30’ Frame: 3-1/2 x 24 (3,000 psi. SAE-33524A)			 
	 24’ Frame: 3 x 24 (3,000 psi. SAE-33024)

Remote Outlets.............	15’  None
	 20’  None
	 24’ 1 pair
	 30’ 1 pair

Hyd. Output...................	2000 psi / 20 GPM
	
Transport Width............	15’ Frame: 15’-4”    W/Roller: 16’				  
	 20’ Frame: 20’-8”    W/Roller: 21’-8”				  
	 24’ Frame: 15’-6”    W/Roller: 16’				  
	 30’ Frame: 15’-6”    W/Roller: 16’    

Warranty........................	5 yr. Frame/1 yr. Components

			 
		  	
			 
			 
			 
						    

Torque Specifications

SAE Grade No.
Bolt head 

identification (see 
Note 1)

Min. Max. Min. Max.

4 6 10 8 14
Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. 5 10 15 14 20

1/4 5 6 7 8 9 11 12 15 12 15 16 20 6 15 20 20 27
5/16 10 12 14 16 17 20.5 23 28 24 29 33 39 8 25 30 34 41
3/8 20 23 27 31 35 42 48 57 45 54 61 73 10 35 40 47 54
7/16 30 35 41 47 54 64 73 87 70 84 95 114 12 60 70 81 95
1/2 45 52 61 70 80 96 109 130 110 132 149 179 14 70 80 95 109
9/16 65 75 88 102 110 132 149 179 160 192 217 260 16 80 90 108 122
5/8 95 105 129 142 150 180 203 244 220 264 298 358 20 95 115 129 156
3/4 150 185 203 251 270 324 366 439 380 456 515 618 24 120 140 163 190
7/8 160 200 217 271 400 480 542 651 600 720 814 976 32 250 300 339 407
1 250 300 339 406 580 696 787 944 900 1080 1220 1464

1 1/8 800 880 1085 1193 1280 1440 1736 1953
1 1/14 1120 1240 1519 1681 1820 2000 2468 2712
1 3/8 1460 1680 1980 2278 2380 2720 3227 3688
1 1/2 1940 2200 2631 2983 3160 3560 4285 4827

Nm LB FT NmBolt Size

2 5

SIZE

LB FT Nm

LB FT Nm

NOTE 1: Bolt head identification mark as per grade. Manufacturing marks will vary.

*8

LB FT

SAE FASTENER TORQUE CHART
NOTE: Use these torque's, unless special torque's are specified. Values are for UNC and UNF thread fasteners, plated or 

unplated, as received from supplier. Fasteners can be dry or lubricated with normal engine oil. Values do not apply if 
graphite, moly-disulphide or other extreme pressure lubricant is used.

*Thick nuts must be         
used with Grade 8 bolts

STANDARD TORQUE DATA
HYDRAULIC TUBES AND FITTINGS

O-ring boss Plugs, Adjustable Fitting
Lock nuts, Swivel JIC-370 Seats

Above torque figures are recommended for 
plain, cadmium or zinc plated fittings, dry or 

wet installations and swivel nuts either swaged 
or brazed.

SAE Grade No.
Bolt head 

identification (see 
Note 1)

Min. Max. Min. Max.

4 6 10 8 14
Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. Min. Max. 5 10 15 14 20

1/4 5 6 7 8 9 11 12 15 12 15 16 20 6 15 20 20 27
5/16 10 12 14 16 17 20.5 23 28 24 29 33 39 8 25 30 34 41
3/8 20 23 27 31 35 42 48 57 45 54 61 73 10 35 40 47 54
7/16 30 35 41 47 54 64 73 87 70 84 95 114 12 60 70 81 95
1/2 45 52 61 70 80 96 109 130 110 132 149 179 14 70 80 95 109
9/16 65 75 88 102 110 132 149 179 160 192 217 260 16 80 90 108 122
5/8 95 105 129 142 150 180 203 244 220 264 298 358 20 95 115 129 156
3/4 150 185 203 251 270 324 366 439 380 456 515 618 24 120 140 163 190
7/8 160 200 217 271 400 480 542 651 600 720 814 976 32 250 300 339 407
1 250 300 339 406 580 696 787 944 900 1080 1220 1464

1 1/8 800 880 1085 1193 1280 1440 1736 1953
1 1/14 1120 1240 1519 1681 1820 2000 2468 2712
1 3/8 1460 1680 1980 2278 2380 2720 3227 3688
1 1/2 1940 2200 2631 2983 3160 3560 4285 4827

Nm LB FT NmBolt Size

2 5

SIZE

LB FT Nm

LB FT Nm

NOTE 1: Bolt head identification mark as per grade. Manufacturing marks will vary.

*8

LB FT

SAE FASTENER TORQUE CHART
NOTE: Use these torque's, unless special torque's are specified. Values are for UNC and UNF thread fasteners, plated or 

unplated, as received from supplier. Fasteners can be dry or lubricated with normal engine oil. Values do not apply if 
graphite, moly-disulphide or other extreme pressure lubricant is used.

*Thick nuts must be         
used with Grade 8 bolts

STANDARD TORQUE DATA
HYDRAULIC TUBES AND FITTINGS

O-ring boss Plugs, Adjustable Fitting
Lock nuts, Swivel JIC-370 Seats

Above torque figures are recommended for 
plain, cadmium or zinc plated fittings, dry or 

wet installations and swivel nuts either swaged 
or brazed.
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AAM2858 Stabilizer Assembly 9400/CoulterPro

AAM2858 Stabilizer Assembly 9400/CoulterPro
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1.	 Center (2) (AM4897) stabilizer
	 on back bar of CoulterPro
	 frame.

2.	 Secure to frame with four 	
	 (6) (BP3208) 3/4” x 6”W x 
	 5-3/4”L u-bolts, eight (5) 
	 (BP3035) 3/4” lock washers
	 and eight (4) (BP3034) 3/4”
	 hex nuts.  

CoulterPro
Stabilizer

AAM2858 Stabilizer Assembly 9400/CoulterPro

 Task		  Procedures		           Illustrations

2

6

4

5
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Optional Rolling Harrow 70210543 15’
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Optional Rolling Harrow 70210543 15’

 34 1/4" 
 78 1/2" 

 87 1/2" 

 40 1/2" 
 85" 

 87 1/2" 

80000012
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R
R

O
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Optional Rolling Harrow 70210544 20’
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Optional Rolling Harrow 70210544 20’

 33 1/2"  63" 
 108" 
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 11 3/4" 
 70 1/2" 

 115" 

 115" 

80000015
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Optional Rolling Harrow 70210545 24’
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 4 1/4" 
 49 1/4" 

 95  124 1/2" 

 26 1/4" 
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 95 
 131" 

80100014
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Optional Rolling Harrow 70210545 24’
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Optional Rolling Harrow 70210546 30’
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 4 1/4" 
 49" 

 123 1/4 
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 11 1/4" 80100006
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Optional Rolling Harrow 70210546 30’
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AAM2876 45” Basket With Torsion Arm and Hardware
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AAM2878 75” Basket With Torsion Arm and Hardware



142

AAM2879 90” Basket With Torsion Arm and Hardware
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Offset Brackets and Hardware



144

(Assembly) Optional Rolling Harrow

NOTE:
Consult
row
spacing
pages
for required
brackets 
and
locations

 Task		  Procedures		           Illustrations

Mounting
Harrow 
brackets

1. 	 Consult row spacing pages
	 for required offset brackets 	
	 and locations.
 
2.	 Mount (a) offset bracket on  	
	 frame rear with (b)	(BP3407) 	
	 3/4” x 4”W x 7-3/4”L u-bolts. 	
	 Secure with (c) (BP3035) 3/4” 	
	 lock washers and (d)		
	 (BP3034) 3/4” hex nuts.

3.	 Mount (e) (AM5124) harrow 	
	 mount on (a) with (b) 		
	 (BP3407) 3/4” x 4”W x 7-3/4”L 	
	 u-bolts Secure with (c) (BP3035) 	
	 3/4” lock washers and (d)		
	 (BP3034) 3/4” hex nuts.

4. 	 Attach (f) (AM5168) torsion
	 spring harrow linkage to       	
         harrow mount with (h) (BM3465)    
	 1-1/4” x 7-3/4” pin. Insert (g) 	
	 (BP3249) 1-7/8” OD x 1-1/4” ID, 	
	 14 GA machinery bushings as 	
	 pin is inserted.
	 Secure pin with (i) (BP 3096)
	 3/8” x 2-1/2” hex cap screw and
	 (j) (CP2660) 3/8” hex lock nut.
  	
 	  		

c
BP3035

d
BP3034

a

b
BP3407

c
BP3035

d
BP3034

a
b

BP3407

e
AM5124

i
BP3096

h
BM3465

f
AM5168

e
AM5124

j
CP2660

g
BP3249
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(Assembly) Optional Rolling Harrow

 Task		  Procedures		           Illustrations

Mounting
Rolling 
Harrow

1.	 Mount  (a) (AM5428) harrow
	 slide linkage to (f) with (b)
	 (BM3543) 1” x 4-5/16” double
	 grooved pin. 
	 Secrue pin with (c) (BP3215)
	 1-1/2” OD x 1” ID 14 GA machinery
	 bushings and (d) (AP2407)
	 1” heavy duty snap rings.

2.	 Position harrow slide linkage
	 end in harrow mount weldment
	 and insert (g) (BP3051) 1” x 6” 	
	 hitch pin. Secure pin with (h)
	 (BP3500) 3/16” hair pin clip.

						    
						    
						    
						    
						    
3.	 Attach (i) (AM5169) harrow
	 torsion spring with (j) (BP3300)
	 5/8” x 2-1/2” x 4” u-bolts.	
	 Secure with (k) (BP3039)
	 5/8” lock washers and (l)
	 (BP3038) 5/8” hex nuts. 

c
BP3215

d
AP2407

f

b
BM3543

a
AM5428

g
BP3051

h
BP3500

k
BP3039

j
BP3300

l
BP3038

i
AM5169
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Mounting
Torsion 
Spring
Baskets

(Assembly) Optional Rolling Harrow

 Task		  Procedures		           Illustrations

c

d
BP3012

b
a

AP2144

e
BP3017

f
BP3016

g
BP3126

h
BP3500

j
BP3042

i
BP3043

1.	 Place (a) (AP2144) HCFT205-16
	 bearings on ends of (b) basket. 	
	 Position (c) basket mounting arm 	
	 over bearing and secure bearings 	
	 and basket to arms with (d)		
	 (BP3012) 7/16” x 1-1/2” hex cap 	
	 screws, (e) (BP3017) 7/16” lock 	
	 washers and (f) (BP3016) 7/16” 	
	 hex nuts.
 
	

2.	 Attach mount arm top hole to 	
	 torsion spring with (g) 		
	 (BP3126) 1/2” x 1-1/2” hex
	 cap screws and secure with
	 (h) (BP3244) 1/2” hex lock
	 nuts.
	 Raise arm and insert (g)		
	 (BP3126) 1/2” x 1-1/2” hex
	 cap screws in bottom holes.
	 (This is a starting point.)
	  Secure with (i) (BP3043)
	 1/2” lock washers and (j)
	 (BP3042) 1/2” hex nuts.
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(Assembly) Optional Rolling Harrow

 Task		  Procedures		           Illustrations

Mounting
Light Kit

NOTE:
Light Kit 
mounts 
must be  
relocated 
to rear of 
harrow 
mount 
arms on 
folding 
models

NOTE:
Consult
row
spacing
pages for 
light 
bracket 
locations

1.	 Mount (a) (AM3409) light 		
	 bracket to plate on rear of 		
	 harrow mount using (b) 		
	 (BP3736) 3/8”-16 x 2W x 3L 		
	 u-bolt and (c) (CP2660) 3/8” 		
	 nylock lock nut provided 		
	 in light kit bundle (41000038). 
 
	

b
BP3736

a
AM3049

c
CP2660
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Notes
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